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HUNTINGTON BEACH

Title 24 Requirements for Residential Lighting

(per 2007 California Energy Code, Title 24)

Title 24 Requirements Application Notes

, . Electronic Recessed luminaires in all Switch all high High efficacy fixtures meet requirements. At
All 1:; algw;’rczc;f;g f(l:t/ng ZeUSt Ballasts for all insulated ceilings approved efficacy lighting least 50% of total wattage in kitchen must be
Kitchen a /ig ation no tg s for fluorescent lamps | | for zero-clearance insulation separate from high efficacy. Low efficacy fixtures may be
op options) rated 13 watts or coer (IC) and certified low efficacy installed but not to exceed 50% of total
P greater airtight ASTME283 lighting wattage in kitchen area.
. . Electronic Recessed luminaires in all Switch all high . ) ) .
All Hardwired lighting must , . . C s High efficacy fixtures meet requirements. Low
vy oo | beHonEllcscy (sos | SO0l nsto s s | e 51070 | afcay tres may b st oy
Utilitnyoom ’ application notes for rgted 13 watts Zr coer (IC) and certitl‘;'led Iéow efficacy they are equipped with an occupancy sensor
options) greater airtight ASTME283 lighting that is manual-ON and automatic-OFF.
All other interior All Hardwired lighting must Electronic .Recessed /L.Ir.n/na/res in all Svy/tch a{/ h/gh H/gﬁ efflcagy fixtures meef requirements. qu
. ) . Ballasts for all insulated ceilings approved efficacy lighting efficacy fixtures may be installed but only if
rooms (i.e. Hallway, be High Efficacy (see ) . . :
., z fluorescent lamps | | for zero-clearance insulation separate from they are equipped with an occupancy sensor
Dining Room, application notes for o ; . . .
Bedroom) options) rated 13 watts or coer (IC) and certified low efficacy that is manug/-ON .OH if the}./ are equipped
greater airtight ASTMEZ283 lighting with a dimmer switch.
, . Electronic Recessed luminaires in all Switch all high High efficacy fixtures meet requirements. Low
Outdoor lighting Al 1:; agw;’rczc;f;g f;t/ng ZeUSt Ballasts for all insulated ceilings approved efficacy lighting efficacy fixtures may be installed but only if
attached to buildings gn! Y fluorescent lamps | | for zero-clearance insulation separate from they are equipped with a motion seensor that
application notes for o ; .
or on same lot options) rated 13 watts or coer (IC) and certified low efficacy also includes a photo control to turn off
P greater airtight ASTME283 lighting fixtures during daytime.
Common areas of All Hardwired lighting must B Ii//ec;rofmc " .Rec/e?ssd /L.I/m/na/res n a/; Sf;/!//tch 7.// Z;g h High efficacy fixtures meet requirements. Low
low rise residential be High Efficacy (see allasts lor a Instiatea cellings approve efficacy 1gnting efficacy fixtures may be installed but only if
- Z fluorescent lamps | | for zero-clearance insulation separate from . 4
buildings (4 or more application notes for o . they are equipped with an occupancy sensor
dwelling units) options) rated 13 wats or coer (IC) and certified low efficacy that is manual-ON and automatic-OFF.
greater airtight ASTME283 lighting '

Lamp Power

Minimum Efficacy Lumens per Watt

Compliant Indoor Lamps Compliant Outdoor Lamps ***High Efficacy luminaires may not contain medium screw base sockets

15 Watts or Less 40 LPW Compact Fluorescent; Fluorescent; LED Metal Hallide; HPS; LED; Compact Fluorescent (exception: outdoor metal halide or high pressure sodium (HPS) high
>15 Watts or Less 50 LPW Compact Fluorescent; Fluorescent;LED Metal Hallide; HPS; LED; Compact Fluorescent intensity discharge luminaires with electromagnetic ballast may have
>40 Watts 60 LPW Compact Fluorescent; Fluorescent;LED Metal Hallide; HPS; LED; Compact Fluorescent medium screw base sockets if minimum efficacy and motion sensor/photo

control requirements are met.
***Indoor Ballasts for lamps 13 watts or greater must be electronic.







